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The information presented in these instructions is not intended
information found in Federal Motor Vehicle Safety Standard (FMVSS) 209, 210, 302. 

WARNING 
Seat belts should never be attached to the seat unless the vehicle manufacturer 
clearly indicates that the seats and seat mounting systems have
designed to withstand seat belt assembly loads. Always use factory installation points 
when available. This seat belt is not designed to work with vehicles produced after the 
1975 model year. 

GENERAL UNIVERSAL INSTALLATION GUIDELINES
1. Mount the short side of the belt to the inside anchor point.

2. Avoid any rough or sharp edges when choosing a seat belt path.

3. Install the shoulder harness so that when in use it will be attached to the lap belt  
 as close as possible to the inboard/console side of the seat.

When No Factory Fittings Are Available

1. If the seat is adjustable, move it to the rearmost position.

2. lling downward  
 and rearward at approximately a 70 degree angle (see Figure 1). 

3. Space the anchor points 15 to 25 inches apart so that the lap belt forms  
 a “U” shaped loop when in use (see Figure 2). Never attach both ends of the  
 same lap belt to the same anchor point. 

Approximately 70º

Figure 1 (approximate mounting angle) Figure 2 (proper spacing for anchor points)
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15” (381mm) 
minimum

25” (635mm) 
maximum
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4. Carefully drill holes to avoid damaging the exhaust system, brake system or fuel lines. 
  (see Figure 3). 
 

 Caution ong to allow  
 d, use a seat belt  
 

If the Seat Belt Includes a Shoulder Harness

1. Locate a suitable anchor point in the roof, wall or door post that is above  
 and behind the shoulder point of the seated occupant (see Figure 4). 

2. Drill the required holes and install the mounting hardware. 

3. d anchor point  
 located in the shaded region of Figure 4 labeled “Acceptable Range.” 

Universal Installation on Passenger Bench Seats

1. Use factory installation points on seat frames only.

2. Avoid rough or sharp edges when choosing a belt path.

3. ard side of the seat.

 Caution ong to allow  
 d, use a seat belt  
 elt to one  
 attachment point. The lap belt should form a “U” shaped loop when in use.  
 If possible, reuse factory mounting bolts or use bolts with a minimum rating of Grade 5.
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Figure 3 (Anchor Plate Installation) Figure 4 (Location of Shoulder Anchor Point)
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